
KD1100
GENERATOR SPECIFICATION

KOHLER - SDMO KD-1100

Engine ref. KD27V12-5DFS

Alternator ref. KH04070T

Canopy M427 

Container ISO20

Performance class G3

GENERAL CHARACTERISTICS

Frequency (Hz) 50

Voltage (V) 400/230

Standard Control Panel M80-D, TELYS, APM802

COMPACT DIMENSIONS

Length (mm) 4190

Width (mm) 1747

Height (mm) 2275

Dry weight (kg) 6230
STANDBY RATINGS

The standby rating is applicable to varying loads for the duration of a power 

outage. There is no overload capability for this rating. Average load factor is 

<85%. Prime Power Ratings: At varying load, the number of generator set 

operating hours is unlimited. A 10% overload capacity is available for one hour 

in twelve. Average load factor is<75%.

APM802

ADVANCED POWER PLANT MANAGEMENT CONTROL

Dedicated to power plant management APM802 provides advanced control, system monitoring, and system diagnostics for 

optimum performance and compatibility 

- Graphic display with touchscreen

- User language selectable

- Specially researched ergonomics

- High level of equipment availability

- USB and Ethernet ports

- Modbus protocol

- Making it easy to extend the installation

- Complies with the international standard IEC 61131-3

TERMS OF USE

Ratings are in accordance with ISO-8528-1 and ISO-3046-1. For limited 

running time, continuous or other ratings, consult your contact and obtain 

technical information for ratings guidelines, complete ratings definitions, and 
site condition derates. The generator set manufacturer reserves the right to 

change the design or specifications without notice and without any obligation 
or liability whatsoever.

SOUNDPROOFED DIMENSIONS

Length (mm) 6400

Width (mm) 2170

Height (mm) 2721

Dry weight (kg) 9100

Tank Capacity (L) 1035
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EXHAUST (PRP)

Exhaust gas temperature (°C) 490

Exhaust gas flow (L/s) 2457,80

Max. exhaust back pressure (mm EC) 850

OIL

Oil capacity (L) 101

Min. oil pressure (bar) 3,80

Max. oil pressure (bar) 5,50

Oil consumption 100% ESP (L/h) 0,12

Oil Cooler Plate 

Exchanger

COOLING SYSTEM

Radiator & Engine capacity (L) 116

Fan power (kW) 21,20

Fan air flow w/o restriction (m3/s) 15

Available restriction on air flow (mm
Water Column)

20

Type of coolant
Glycol-

Ethylene

HEAT BALANCE

Heat rejection to exhaust (kW) 426

Radiated heat to ambiant (kW) 20

Heat rejection to coolant (kW) 218

AIR INTAKE

Max. intake restriction (mm EC) 500

Intake air flow (L/s) 996,25

CONSUMPTION WITH COOLING SYSTEM (PRP)

Consumption @ 100% load (L/h) 184

Consumption @ 75% load (L/h) 134,60

Consumption @ 50% load (L/h) 92

Consumption @ 25% load (L/h) 50

GENERAL ENGINE DATA

Engine model KOHLER-SDMO

Engine ref. KD27V12-5DFS

Air inlet Turbo

Cylinders arrangement V

Number of cylinders 12

Displacement (L) 26,97

Charge Air coolant Air/Air DC

Bore (mm) x Stroke (mm) 135 x 157

Compression ratio 15 : 1

Speed (RPM) 1500

Pistons speed (m/s) 8,25

Maximum stand-by power 

at rated RPM (kW)
979

Cylinder Head Material Cast Iron

Injection Type Direct

Governor type Electronic

CONTACT US  

WB Power Services Ltd, Heanor Gate Road 

Heanor Gate Industrial Estate, Heanor 

Derbyshire DE75 7RJ

Email us at: sales@wbpsltd.co.uk 

Call us 01159 444 422 

www.wbpsltd.co.uk/hire
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GENERAL DATA

Alternator ref. AT02880T

Number of Phase Three phase

Power factor (Cos Phi) 0,80

Overspeed (rpm) 2250

Number of pole 4

Capacity for maintaining 

short circuit at 3 in for 10 s
Yes

Insulation class H

Unbalanced load 

acceptance ratio
100%

AVR Regulation Yes

Total Harmonic Distortion 

in no-load   DHT (%)
2,1

Total Harmonic Distortion, 

on linear load   DHT (%)
1,5

Wave form : NEMA=TIF <40

Wave form : CEI=FHT <2

Number of bearing 1

Coupling Direct

Voltage regulation at 

established rating

(+/- %)

0,50

Recovery time (Delta U = 

20% transcient) (ms)
200

Indication of protection IP 23

Technology
Without collar or

brush

OTHER DATA

Continuous Nominal Rating 40°C (kVA) 1150

Standby Rating  (kVA) 1100

Air flow (m3/s) 15

Short circuit ratio (Kcc) 0,37

Open circuit time constant (T’do) (ms) 1997

Ambiant temperature design (°C) 40

CAC Heat Rejection (kW) 210

Maximum Coolant temp without derating 

(°C)
100

Maximum fuel pump flow (L/h) 320 320

Max. restriction at fuel pump (m) 3,50

Max head on fuel return line (m) 2,30

Maximum allowed inlet fuel temperature 

(°C)
60

CONTACT US  

WB Power Services Ltd, Heanor Gate Road 

Heanor Gate Industrial Estate, Heanor 

Derbyshire DE75 7RJ

Email us at: sales@wbpsltd.co.uk 

Call us 01159 444 422 

www.wbpsltd.co.uk/hire


